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1.0

A

PROPOSED FLOOR PLAN

1 PROPOSED FLOOR PLAN

1/4" = 1'-0" NOTE:
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2.0

A

PROPOSED ELEVATIONS

1 WEST ELEVATION (@ NORTH ERNSTON RD.)

1/4" = 1'-0" NOTE:

2 SOUTH ELEVATION

1/4" = 1'-0" NOTE:

FINISH SCHEDULE

DESCRIPTION

· (2) BLDG. SIGN @ WEST

ELEVATION

  (NORTH ERNSTON RD.)

  REFER TO DET. #7 &

#9/A-4.0

  PRIMARY SIGN

  "DUNKIN'"

SECONDARY SIGN

"DRIVE THRU"

· (1) SIGN - ONE SQ. FT. FOR EACH LINEAR FOOT

OF BUILDING WIDTH OR 50 SQ. FT.,

WHICHEVER IS LESS

·  BUILDING SIGNS ALSO INCLUDE CANOPY

SIGNS FOR PURPOSES OF TOTAL

CALCULATION OF SIGN AREA:

 TOTAL L.F. WALL: 80 L.F.

 TOTAL S.F. ALLOWED: 50 S.F. MAX

· (1) DUNKIN' = 22.3 S.F.

BLDG. SIGN PROJECTION = 5"

BLDG. SIGN HEIGHT ABOVE

GRADE = 18'-3"

· (1) DRIVE THRU = 8.12 S.F.

BLDG. SIGN PROJECTION = 5"

BLDG. SIGN HEIGHT ABOVE

GRADE = 14'-3"

22.3 + 8.12 = 30.42 S.F.

VARIANCE

(V*)

ALLOWED
PROPOSED

NOTES

1) ZONE: B-2 - GENERAL BUSINESS

2) SIGNAGE INFORMATION TAKEN FROM THE SAYREVILLE BOROUGH, NJ CODE OF ORDINANCES

SIGN SCHEDULE II

(V*) VARIANCE FOR QUANTITY

SIGNAGE DATA SCHEDULE

(NO)· (1) BLDG. SIGN @ SOUTH

ELEVATION

(WASHINGTON RD.)

REFER TO DET. #8/A-4.0

ACCENT SIGN

  "SAYREVILLE RUNS ON

DUNKIN'"

· (1) SIGN - ONE SQ. FT. FOR EACH LINEAR FOOT

OF BUILDING WIDTH OR 50 SQ. FT.,

WHICHEVER IS LESS

·  BUILDING SIGNS ALSO INCLUDE CANOPY

SIGNS FOR PURPOSES OF TOTAL

CALCULATION OF SIGN AREA:

 TOTAL L.F. WALL: 31.75 L.F.

 TOTAL S.F. ALLOWED: 31.75 S.F. MAX

· (1) SAYREVILLE RUNS ON

DUNKIN' = 8.7 S.F.

BLDG. SIGN HEIGHT ABOVE

GRADE = 10'-1 1/2"

(V)

(1) MONUMENT SIGN

REFER TO DET. #6/A-4.0

 "DUNKIN' DRIVE THRU"

· (1) SANDWICH SIGN

TOTAL S.F. ALLOWED: 6 SF

MAX. HEIGHT: 4 FT

· (1) MONUMENT SIGN

"DUNKIN' DRIVE THRU"

(DOUBLE SIDED)
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SIGN HEIGHT = 4'-11"(V)
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3.0

A

PROPOSED ELEVATIONS

1 EAST ELEVATION

1/4" = 1'-0" NOTE:

2 NORTH ELEVATION

1/4" = 1'-0" NOTE:

FINISH SCHEDULE

DESCRIPTION

· (2) BLDG. SIGN @ WEST

ELEVATION

  (NORTH ERNSTON RD.)

  REFER TO DET. #7 &

#9/A-4.0

  PRIMARY SIGN

  "DUNKIN'"

SECONDARY SIGN

"DRIVE THRU"

· (1) SIGN - ONE SQ. FT. FOR EACH LINEAR FOOT

OF BUILDING WIDTH OR 50 SQ. FT.,

WHICHEVER IS LESS

·  BUILDING SIGNS ALSO INCLUDE CANOPY

SIGNS FOR PURPOSES OF TOTAL

CALCULATION OF SIGN AREA:

 TOTAL L.F. WALL: 80 L.F.

 TOTAL S.F. ALLOWED: 50 S.F. MAX

· (1) DUNKIN' = 22.3 S.F.

BLDG. SIGN PROJECTION = 5"

BLDG. SIGN HEIGHT ABOVE

GRADE = 18'-3"

· (1) DRIVE THRU = 8.12 S.F.

BLDG. SIGN PROJECTION = 5"

BLDG. SIGN HEIGHT ABOVE

GRADE = 14'-3"

22.3 + 8.12 = 30.42 S.F.

VARIANCE

(V*)

ALLOWED
PROPOSED

NOTES

1) ZONE: B-2 - GENERAL BUSINESS

2) SIGNAGE INFORMATION TAKEN FROM THE SAYREVILLE BOROUGH, NJ CODE OF ORDINANCES

SIGN SCHEDULE II

(V*) VARIANCE FOR QUANTITY

SIGNAGE DATA SCHEDULE

(NO)· (1) BLDG. SIGN @ SOUTH

ELEVATION

(WASHINGTON RD.)

REFER TO DET. #8/A-4.0

ACCENT SIGN

  "SAYREVILLE RUNS ON

DUNKIN'"

· (1) SIGN - ONE SQ. FT. FOR EACH LINEAR FOOT

OF BUILDING WIDTH OR 50 SQ. FT.,

WHICHEVER IS LESS

·  BUILDING SIGNS ALSO INCLUDE CANOPY

SIGNS FOR PURPOSES OF TOTAL

CALCULATION OF SIGN AREA:

 TOTAL L.F. WALL: 31.75 L.F.

 TOTAL S.F. ALLOWED: 31.75 S.F. MAX

· (1) SAYREVILLE RUNS ON

DUNKIN' = 8.7 S.F.

BLDG. SIGN HEIGHT ABOVE

GRADE = 10'-1 1/2"

(V)

(1) MONUMENT SIGN

REFER TO DET. #6/A-4.0

 "DUNKIN' DRIVE THRU"

· (1) SANDWICH SIGN

TOTAL S.F. ALLOWED: 6 SF

MAX. HEIGHT: 4 FT

· (1) MONUMENT SIGN

"DUNKIN' DRIVE THRU"

(DOUBLE SIDED)

TOTAL SIGN AREA = 12 S.F. (V)

SIGN HEIGHT = 4'-11"(V)

7'-10" A.F.F.

TOP OF D/T WINDOW

3'-0"

2
'
-
6

"

 
F

R
O

M
 
C

O
N

C
.

3
'
-
0

"

 
D

/
T

 
S

I
L

L

4

1

2

"

4

1

2

"

4

1

2

"

3
'
-
0

"

D
/
T

 
S

I
L

L

PAINTED METAL BAND

PC-02

FIBER CEMENT PANEL

PS-04 LP

TRIM @ INSIDE CORNER OF

MONOLITH (TYP.)

TR-06

TR-10

CORNER TRIM @ FIBER

CEMENT PANELS (TYP.)

VERTICAL TRIM @ FIBER

CEMENT PANELS (TYP.)

TR-08

USE APPROPRIATE TINT &

OPTIONAL LOW-E SHROUD FOR

DRIVE-THRU WINDOW (TYP.)

TR-04

TR-05

DRIVE THRU WINDOW  W/  INTEGRATED

TRANSOM. TRANSOM GLASS TO BE

OPAQUE (TYP.).

SLIDING DRIVE-THRU WINDOW; FRAME

FINISH TO MATCH ANOD. ALUMINUM

STOREFRONT FINISH (TYP.)

1 1/2" D X 2" H  EXTRUDED

MTL. CHANNEL TO BE

MITERED @ OUTSIDE

CORNERS (TYP.)

3'-0"

START OF LAP SIDING; BOT. OF LAP

SIDING TO ALIGN WITH BOT. OF ADJ.

FIBER CEMENT PANEL

1

2

" VERTICAL MTL. REVEAL

TR-06

PS-03

TR-05

TRIM @ BASE D/T

BUILD OUT (TYP.)

TRIM @ INSIDE CORNER (TYP.)

PAINTED METAL BAND

PC-04

D/T CANOPY/ ORANGE

METAL BEAM

PC-13

TRIM @ OUTSIDE CORNER (TYP.)

PRICE CONFIRMATION DISPLAY;

CENTER ON D/T WINDOW- SEE

NATIONAL ACCOUNTS FOR

ADDITIONAL INSTALLATION INFO.

1 1/2"X 2" EXTRUDED METAL CHANNEL

TO BE PAINTED TO MATCH DD 'OFF

WHITE' & DD 'PINK'                      (TYP.)

2
'
-
6

"

 
F

R
O

M
 
C

O
N

C
.

3
'
-
0

"

 
D

/
T

 
S

I
L

L

7 

1

4

"  FIBER CEMENT LAP

SIDING  (6" REVEAL) WITH

WOOD TEXTURE; TOP PANEL

TO BE CUT DN. IN FIELD

TRIM @ TOP OF D/T

BUILD OUT

4

1

2

"

VERTICAL & HORIZ. TRIM FOR FIBER

CEMENT PANELS @ OPENINGS &

MATERIAL TRANSITIONS (TYP.)

TR-11

PP-01

PP-02 

PP-01

6" MTL. COPING TO BE PAINTED

TO MATCH COLOR OF FINISH

BELOW (TYP.)

3 " WIDE  HARDI TRIM BOARDS -

PAINT TO MATCH ADJACENT

PANELS (TYP.)

7

1

4

" FIBER CEMENT LAP SIDING (6" REVEAL).

FULL HEIGHT SLAT @ TOP; CUT DOWN AS

NEEDED AT BASE OF BUILDING (TYP.)

PP-01

PP-02 

PP-01

FIBER CEMENT PANEL SYSTEM

PP-01

TR-07

PC-04

PC-12

6"

4

1

2

"

PS-02

21'-10" A.F.F.

TOP OF MONOLITH

0'-0" A.F.F.

TOP OF SLAB

17'-3" A.F.F.

TOP OF PARAPET

10'-8" A.F.F.

BOTTOM OF ORANGE ACCENT BEAM/

DT  WINDOW CANOPY

3'-0" A.F.F.

WINDOW WILL AT

DRIVE-THRU

ROOF LINE

(BEYOND)

DD MONOLITH BEYOND

ROOF TOP UNITS

(BEYOND)

PAINT DOWNSPOUT TO

MATCH COLOR OF

MATERIAL IT IS

MOUNTED ON (TYP.)

LED LIGHT FIXTURE AT TOP

OF DD ORANGE  BEAM & D/T

CANOPIES (TYP.)

LED-12 LED-13OR

RECESSED LIGHT FIXTURE

UNDER DD ORANGE ACCENT

BEAM, D/T CANOPIES

LED-2 LED-13OR

PC-13

ORANGE METAL BEAM

EQ. EQ. EQ. EQ. EQ.

21'-10" A.F.F.

TOP OF MONOLITH

10'-2" A.F.F.

TOP OF STOREFRONT

0'-0" A.F.F.

TOP OF SLAB

17'-3" A.F.F.

TOP OF PARAPET

10'-8" A.F.F.

BOTTOM OF ORANGE ACCENT

BEAM/DT  WINDOW CANOPY

RECESSED LIGHT FIXTURE UNDER DD

ORANGE ACCENT BEAM, D/T CANOPY &

ENTRANCE CANOPY (TYP.)

LED-2 LED-13OR

STOREFRONT FRAMING SYSTEM W/ 1"

INSULATED & TEMPERED GLASS PER CODE @

GLAZING BELOW HORIZONTAL MULLION AND

ADJACENT TO ENTRANCE DOOR

1" INSULATED GLASS ABOVE

HORIZONTAL MULLION PER CODE

(TYP.)

PAINTED METAL BAND

PC-02

FIBER CEMENT PANEL SYSTEM

PP-04

FIBER CEMENT PANEL SYSTEM

PP-01

PC-04

PAINTED METAL BAND

ROOF LINE

3'-6"

ROOF TOP UNITS  (BEYOND)

LED LIGHT FIXTURE AT TOP

OF DD ORANGE  BEAM (TYP.)

LED-12 LED-13OR

3'-6" PROJECTION @ ORANGE METAL

BEAM OVER MAIN ENTRANCE

(BEYOND)

BOLLARD

DRIVE THRU

CANOPY / ORANGE

BEAM (BEYOND)

ORANGE METAL

BEAM

PC-13

FIBER CEMENT PANEL SYSTEM

PP-01

3'-6"
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ELEMENT DETAILS

SIGNAGE DETAILS AND SITE

1 DIRECTIONAL SIGN DETAILS

3/8" = 1'-0" NOTE:

2 DIGITAL MENU BOARD

1/2" = 1'-0" NOTE:

4 DUAL VEHICLE CLEARANCE BAR DETAIL

3/8" = 1'-0" NOTE:

5 ORDER CANOPY

3/8" = 1'-0" NOTE:

3 DIGITAL PREVIEW BOARD

3/8" = 1'-0" NOTE:

7 BUILDING SIGN DETAIL

3/8" = 1'-0" NOTE:

6 MONUMENT SIGN DETAIL

3/8" = 1'-0" NOTE:

9 BUILDING SIGN DETAIL

1/2" = 1'-0" NOTE:

10 DRIVE THRU MENU BOARD LAYOUT DTL.

1/4" = 1'-0" NOTE:

8 BUILDING SIGN DETAIL

3/8" = 1'-0" NOTE:

FRONT VIEW

4
'
-
1
0
"

2'-10

1

2

"

1
'
-
1
"

3
'
-
5
"

SIDE VIEW

4
'
-
1
0
"

4"

1
'
-
1
"

3
'
-
5
"

SIGN FACES

C D

E F

G

2'-6

1

2

"

A
B

5"

SIGNAGE BOX AREA: 2.75 SQ. FT.

LED ILLUMINATED DIRECTIONAL SIGN

NOTES:

1. 5" x 1" x .063" ALUMINUM SPACE FRAME.

2. 1" ALUMINUM RETAINER.

3. 1" x 1" x 1/8" ALUMINUM ANGLE.

4. 4" x 4" x .075" SQUARE TUBE SUPPORT PAINTED

ORANGE PMS 165C

5. GE TETRA MAX 7100K WHITE LED'S.

        (OR GE REPLACEMENT EQUIVALENT).

6. LED POWER SUPPLIES, AS REQUIRED.

7. 118" CLEAR SOLAR GRADE POLYCARBONATE FACE

2ND SURFACE.

8. BACKGROUND COLOR TO BE 403 WHITE

BACK-SPRAY.

9. 3M #3630-3123 DUNKIN' ORANGE TRANSLUCENT FILM

2ND SURFACE.

10. 3M #3630-1379 DUNKIN' PINK TRANSLUCENT FILM 2ND

SURFACE.

11. 3M #7125-41  DUNKIN' GRAY TRANSLUCENT FILM 2ND

SURFACE.

ADDITIONAL NOTES:

· ARTWORK FONT: DUNKIN SANS DISPLAY

· EXTERIOR FINISH: PAINT PANTONE 7540C

· INTERIOR FINISH: PAINTED REFLECTIVE WHITE

· RETAINERS / FACE REMOVABLE FOR SERVICE

ACCESS

· ELECTRICAL: (1) 20-AMP / 120 VOLT CIRCUIT

· U.L. LISTED

4
7,82,11

5,6

3

4

DRIVE

THRU

9 10

1

2,11

3

4

H

DO NOT
ENTER

J

WELCOME
BACK

I

DO NOT
ENTER

SEE YOU
SOON

WELCOME
BACK

DRIVE
THRU

DRIVE
THRU

SEE YOU
SOON

K

DRIVE
THRU

L

DRIVE
THRU

O

ENTER

N

EXIT

M

P

NOTE:

SEE DUNKIN' BRANDS WEBSITE, http://extranet.dunkinbrands.com,

FOR COMPLETE INFORMATION AND DETAILS

PMS

COLORS:

VINYL/PAINT

PMS 165 DD ORANGE TRANS 3M #3630-3123

PMS 219 DD PINK TRANS 3M #3630-1379

PMS 7540C DD GRAY  TRANS 3M #7725-41

PMS COOL GRAY 1C  TRANS 3M #7725-11

6
'
-
1
0
"

O
V

E
R

A
L
L
 
H

E
I
G

H
T

5'-0"

2'-0"

4"

8"

6
'
-
1
0
"

SIDE VIEW

POST AND BOX

PAINTED TO MATCH

PMS 7540C DD GRAY

1'-4" 1'-4"

1'-0

1

2

"

A

2
'
-
3
"

4
'
-
7
"

1

2

2
'
-
0
"

1

2

MULTIPLE PANEL

DIGITAL MENU BOARDS

NOTE:

SEE DUNKIN' BRANDS

WEBSITE,

http://extranet.dunkinbrands.com,

FOR COMPLETE

INFORMATION AND DETAILS

NOTES:

1. MENUBOARD IS

POWDER COATED

TO MATCH PMS

7540C (CABINET,

BASE CLADDING,

DOOR FRAMES &

EXTENDER

FRAMES).

2. SAMSUNG OHF

SERIES DISPLAY

MENUBOARDS,

OHF55F - 55".

ADDITIONAL NOTES:

· ARTWORK FONT:

DUNKIN SANS

DISPLAY

FRONT VIEW

RUN CONDUIT FOR ELEC. &

DATA TO BLDG., VERIFY

SIZE w/ MANUFACTURER

G.C. TO PROVIDE

FOUNDATION, ANCHOR

BOLTS, CAGE, AND ALL

RELATED ACCESSORIES

PRIOR TO INSTALLATION.

SIGN VENDOR TO SUPPLY

1
'
-
0
"

C
O

N
D

U
I
T

 
P

R
O

T
E

C
T

I
O

N

SIDE VIEW

CURB

D/T SURFACE

3

1

2

"

10"

MOUNTING PLATE

SETBACK 18" FROM

FACE OF 6" CURB

NOTE:

INSTALLER MUST BE SURE TO SHIM CANOPY PLATE AT

BOTTOM, AND ADJUST ANCHOR BOLTS AT BOTTOM OF

COLUMN SO THAT THE CANOPY SITS WITH A 

1

8

" / FT FALL

FROM OPEN SIDE TO POLE SIDE SO WATER WILL DRAIN OFF

POLE SIDE.

3

1,2

6
"

3
"

NOTE:

SEE DUNKIN' BRANDS WEBSITE, http://extranet.dunkinbrands.com,

FOR COMPLETE INFORMATION AND DETAILS

PMS

COLORS:

VINYL/PAINT

PMS 165 DD ORANGE TRANS 3M #3630-3123

PMS 219 DD PINK TRANS 3M #3630-1379

PMS 7540C DD GRAY  TRANS 3M #7725-41

PMS COOL GRAY 1C  TRANS 3M #7725-11

NON-ILLUMINATED DRIVE-THRU STRUCTURE

NOTES:

1. PAINT TO MATCH ORANGE PMS 165C, GLOSS FINISH.

2. PAINT TO MATCH PINK PMS 219C, GLOSS FINISH.

3. PAINT TO MATCH PMS COOL GRAY 1C, GLOSS FINISH.

4. OPTIONAL 24" x 24" MEDALLION SIGN WITH

REMOVABLE / ADJUSTABLE PLATES, SINGLE SIDED

VINYL.

5. OPTIONAL REFLECTIVE FILM;

3M IJ680CR-10 SCOTCHLITE REFLECTIVE

MCS (LATEX OR SOLVENT INKS)

8519 LUSTER PROTECTIVE  LAMINATE PRINTED TO

MATCH.

· PMS 165 DUNKIN' ORANGE

· PMS 219 DUNKIN' PINK

· PMS 7540C DUNKIN' GRAY

· PMS COOL GRAY 1C

ADDITIONAL NOTES:

· ARTWORK FONT: DUNKIN SANS DISPLAY

· 120 VOLT CIRCUIT, TO BE CONFIRMED BY SITE

· CLEARANCE TO BE CONFIRMED BY SITE

LINE OF D/T

SURFACE

FRONT VIEW (DUAL LANE)

11'-0"

(EXTENSION ARM)

1
2
'
-
0
"

9
'
-
0
"

1
0
'
-
6
"

C
L
E

A
R

A
N

C
E

 
H

E
I
G

H
T

2
"

4
"

CLEARANCE 10'-0"

2'-0"

2
'
-
0
"

1
0
"

5'-0"

(CLEARANCE BAR)

10"

3'-0

1

4

"

3

1

2

"

CLEARANCE 10'-0"

5'-0"

(CLEARANCE BAR)

2'-4

1

2

"

4
"

4
"

1'-0"

1,5 2,5

4

3

3 1/2"x3 1/2"x3/16"

SQUARE STEEL TUBE

10"x10"x1/2" STEEL

MOUNTING PLATE

10"

FRONT VIEW

SIDE VIEW

1'-4"

1'-4"

LINE OF DT

SURFACE

CURB

A

5
 
D

E
G

.

10"

4'-0"

6
'-
4
"

9
'
-
0

"
4

"

MOUNTING PLATE

SETBACK 12" FROM

FACE OF 6" CURB

ORDER

HERE

3

2

1
'
-
6

"

2
'
-
1

"

2
'
-
0

"

4
'
-
1

"

D
T

 
S

U
R

F
A

C
E

 
T

O

S
P

E
A

K
E

R

4"

4
"

1,4

2

10"x10"x3/16"

SQUARE STEEL

POLE

REAR ACCESS

PANEL

1
0

'
-
0

 
1

/
2

"
 
O

V
E

R
A

L
L

 
H

E
I
G

H
T

DT SURFACE

ILLUMINATED DRIVE-THRU

CANOPY SIGN

NOTE:

SEE DUNKIN' BRANDS WEBSITE,

http://extranet.dunkinbrands.com,

FOR COMPLETE INFORMATION AND

DETAILS

NOTES:

1. PAINT TO MATCH ORANGE PMS

165C, GLOSS FINISH.

2. PAINT TO MATCH PMS COOL

GRAY 1C, GLOSS FINISH.

3. BLACK VINYL, ARLON 2100-03,

MIC BY OTHERS.

4. BREAKAWAY SWIVEL TOP.

ADDITIONAL NOTES:

· ARTWORK FONT: DUNKIN SANS

DISPLAY

· 120 VOLT CIRCUIT, TO BE

CONFIRMED BY SITE

· CLEARANCE TO BE CONFIRMED

BY SITE

· TOP HAS TWO DOWN LIGHTS

3/4" THICK

STEEL

PLATE

1,4

LED LIGHT SOURCE

6
'
-
3
"

O
V

E
R

A
L
L
 
H

E
I
G

H
T

2'-6"

1'-4"

4"

8"

6
'
-
3
"

FRONT VIEW
SIDE VIEW

1'-4" 1'-4"

1'-0

1

2

"

A

1

2

DIGITAL PREVIEW BOARD

NOTES:

1. PREVIEW BOARD IS

POWDER COATED TO

MATCH PMS 7540C

(CABINET, BASE

CLADDING, DOOR

FRAMES & EXTENDER

FRAMES).

2. ACCESS COVER TO

MEDIA PLAYER(S),

ROUTER AND

ELECTRICAL

RECEPTACLES

SECURED BY SECURITY

HARDWARE.

ADDITIONAL NOTES:

· ARTWORK FONT: DUNKIN

SANS DISPLAY

· MATERIALS: 22GA.

GALVANNEL STEEL,

ALUMINUM EXTRUSION

· ACCESS: HINGED REAR

DOOR FASTENED BY

SECURITY HARDWARE

4
'
-
1
 
3
/
4
"

RUN CONDUIT

FOR ELEC. &

DATA TO BLDG.,

VERIFY SIZE w/

MANUFACTURER

G.C. TO PROVIDE

FOUNDATION,

ANCHOR BOLTS,

CAGE, AND ALL

RELATED

ACCESSORIES

PRIOR TO

INSTALLATION.

SIGN VENDOR TO

SUPPLY

NOTE:

SEE DUNKIN' BRANDS

WEBSITE,

http://extranet.dunkinbrands.com,

FOR COMPLETE INFORMATION

AND DETAILS

(

5

5

"

)

ELEVATION

SIDE VIEW

GENERAL NOTES:

1. .05" x 5" ALUMINUM RETURNS PAINTED TO MATCH PMS 7540C

2. 1" TRIM CAP TO MATCH JEWELITE 313 BRONZE

3. .063" ALUMINUM BACKING

4. GE TETRA MAX 7100K WHITE LED'S

(OR GE REPLACEMENT EQUIVALENT)

5. REMOTE POWER SUPPLY, AS REQUIRED

6. DRAIN HOLES, AS REQUIRED

7. MOUNTING HARDWARE, AS DETERMINED BY SITE CONDITIONS

8. .063" ALUMINUM DISK PAINTED WHITE (REGISTERED "R")

9. 3/16" THICK WHITE ACRYLIC FACE

10. 3M #3630-3123 DUNKIN' ORANGE TRANSLUCENT FILM 1ST SURFACE

11. 3M #3630-1379 DUNKIN' PINK TRANSLUCENT FILM 1ST SURFACE

ADDITIONAL NOTES:

ARTWORK FONT : DUNKIN SANS DISPLAY

CHANNEL LETTER INTERIOR PAINTED REFLECTIVE WHITE

ELECTRICAL : (1) 20-AMP / 120 VOLT CIRCUIT

U.L. LISTED

LED'S TO BE POPULATED FOR EVEN AND CONSISTENT LIGHTING

WITHOUT HOT SPOTS OR SHADOWS

2
'
-
0
"

11'-1

3

4

"

SIGNAGE AREA: 22.31 SQ. FT.

ILLUMINATION TO BE WHITE LED'S

9, 11

9, 10

8, 10

5"

1

2
5

9,10 / 9,11

4

7

6

3

1

5

5"

2

7

3

4

8, 9

6

GENERAL NOTES

1. .05" x 5" ALUMINUM RETURNS PAINTED TO MATCH PMS 7540C

2. 1" TRIM CAP TO MATCH JEWELITE 313 BRONZE

3. .063" ALUMINUM BACKING

4. GE TETRA MAX 7100K WHITE LED'S

(OR GE REPLACEMENT EQUIVALENT)

5. REMOTE POWER SUPPLY, AS REQUIRED

6. DRAIN HOLES, AS REQUIRED

7. MOUNTING HARDWARE, AS DETERMINED BY SITE CONDITIONS

8. 3/16" THICK WHITE ACRYLIC FACE

9. 3M #3630-1379 DUNKIN' PINK TRANSLUCENT FILM 1ST SURFACE

ADDITIONAL NOTES

ARTWORK FONT : DUNKIN SANS DISPLAY

CHANNEL LETTER INTERIOR PAINTED REFLECTIVE WHITE

ELECTRICAL : (1) 20-AMP / 120 VOLT CIRCUIT

U.L. LISTED

LED'S TO BE POPULATED FOR EVEN AND CONSISTENT LIGHTING

WITHOUT HOT SPOTS OR SHADOWS

8'-1

1

2

"

1
'
-
0
"

8, 9

SIGNAGE AREA: 8.12 SQ. FT.

ILLUMINATION TO BE WHITE LED'S

5
'
-
6
"

NOTE: PROVIDE PVC

CONDUIT FOR ALL NEW

LOCATIONS; SAW-CUT AT

EXISTING LOCATION WHERE

NECESSARY

NOTE: SEE DUNKIN BRANDS

WEBSITE,

www.adrus.com/extranet, FOR

COMPLETE INSTALLATION

INFORMATION AND DETAILS

NOTE: G.C. TO COORDINATE

W/ FRANCHISEE EXACT SIZE

OF PAD FOR ORDER

CANOPY W/ ORDER

CONFIRMATION DISPLAY -

SEE WEBSITE FOR

MOUNTING REQUIREMENTS,

www.extranet.dunkinbrands.com

ORDER CANOPY W/

INTEGRATED

SPEAKER, SEE DETAIL

#5/ A-4

6TH CAR

IN LANE

GROUND LOOP

VEHICLE

DETECTOR - SEE

ELECTRICAL

DRAWINGS FOR

COMPLETE INFO

6'-0"

5
'
-
0
"

1'-2 

1

2

"

1'-6"

1
'
-
6
"

PROVIDE BOLLARD

DIGITAL MENU

BOARDS, SEE

DETAIL #2/ A-4

5

'

-

 

1

4
"

4

'

-

6

 

1

4
"

1/2" MIN.

PIN-MOUNTED LETTERS

GENERAL NOTES

1. 3/4" ROUTED PVC LETTERS AND ROUTED PVC MAP

2. MOUNTING STUDS AS REQUIRED PER SITE CONDITIONS. LETTERS

SHOULD BE PIN MOUNTED WITH AT LEAST A 1/2" SPACING BETWEEN

BACK OF LETTER / BAR AND MOUNTING SURFACE.

3. ROUND PVC DISK PAINTED ORANGE PMS 165 C (REGISTERED "R")

4. "DUNKIN" LETTERS FACES & RETURNS PAINTED ORANGE PMS 165 C

5. CITY MAP, MAN, AND APOSTROPHE (') FACES & RETURNS PAINTED

PINK PMS 219 C

ADDITIONAL NOTES:

ARTWORK FONT : DUNKIN SANS DISPLAY

LETTERS SHOULD BE PIN MOUNTED WITH AT LEAST A 1/2" SPACING

BETWEEN BACK OF LETTER / BAR AND MOUNTING SURFACE.

ALLOWABLE TO STACK MESSAGING, HOWEVER NOT A PROTOTYPICAL

STANDARD. DESIGN PROPOSAL REQUIRES FINAL APPROVAL FROM DBI

DESIGNER BEFORE FABRICATION.

1 / 1, 3

4 / 5

2

DUNKINSAYREVILLE9
"

11'-7

1

8

"

1, 5 1, 5 1, 4

1, 5

3

SIGNAGE AREA: 8.7 SQ. FT.

EXTERNALLY ILLUMINATED

4
'
-
1
1
"

6'-0"

2
'
-
9

1 2

"
1
'
-
1
1

1 2

"

1'-4"

FRONT ELEVATION
SIDE VIEW

NOTES:

· ARTWORK FONT: DUNKIN SANS DISPLAY

· EXTERIOR FINISH: PAINT PANTONE 7540C

· INTERIOR FINISH: PAINTED REFLECTIVE WHITE

· ACCENT FINISH / 1 1/2" CABINET W/ RETAINER:

         PAINT PANTONE 7540C

· REVEAL AND POLE COVER FINISH: PAINT PANTONE 7540C

· SKINS REMOVABLE FOR SERVICE ACCESS

· SADDLE MOUNT INSTALLATION

· ELECTRICAL: (1) 20-AMP / 120 VOLT CIRCUIT

· PERIMETER ANGLE: 1 1/2" X 1 1/2" X 3/16 "  l   U.L. LISTED

"DUNKIN"

LETTERS TO BE

DD ORANGE &

"O" TO BE DD

PINK

"DRIVE THRU

LETTER TO BE

"WHITE" &

BACKGROUND

TO BE DD PINK

BACKGROUND

TO BE WHITE

AREA OF SIGN:

12 SF (PER

SIDE)
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